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 AVISTA HYD HLPD 22 

AVISTA HYD HLPD 22 is a sustainable and resource-saving hydraulic oil and the best choice for a 

sustainable future. Due to the almost waste-free base oil manufacturing process, which contains the 

patented ESR-technology and re-uses natural resources, this product helps to protect the environment, 

health, natural resources and the climate in the long term. The base oil that is used in the corresponding 

proportion demonstrably saves up to 1.530 kg/t CO2 eq compared to conventionally manufactured products. 

This product is AVIeCO2 qualified.    

 

AVISTA HYD HLPD 22 is formulated with parrafinic base oils and modern additive technology. Effective 

zinc-containing components ensure optimum lubrication and long-lasting protection against aging. The 

product can be purified in the process through the finest filtration without losing any active components. 

By dispersing and detergent additives, the soil-carrying capacity is optimally adjusted and the product is 

particularly suitable for centrally supplied plants. 

 
 

APPLICATION CHARACTERISTICS / APPLICATION BENEFITS 

•  Pressure fluid in hydraulic systems and for lubricating bearings 

and gears 

• Use in mobile hydraulics (excavators, wheel loaders, bulldozers) 

and for the hydraulic control of precision hydraulics and machine 

tools 

• Suitable for maintenance units of compressed air systems for 

lubricating compressed air tools 

• optimum lubrication performance  

• long-term protection against ageing, corrosion and wear 

 

 
 

SPECIFICATION  

• DIN 51524-2 (without demulsification requirements) 

 

 

 

TYPICAL CHARACTERISTICS 
(The given data are typical data.)  

Parameter Method Unit  

Density 15 °C DIN EN ISO 12185 g/cm³ 0.846 

Kin. Viscosity @ 40 °C ASTM D7279 mm²/s 22.5 

Kin. Viscosity @ 100 °C ASTM D7279 mm²/s 4.6 

Viscosity Index ASTM D2270  118 

Flash point COC DIN ISO 2592 °C 220 

Pourpoint ASTM D7346 °C -36 

CO2 eq* DIN ISO 14040/44 kg/kg 0,193 

* This value refers only to the base oil content KERNSOLVAT® in the product. 

We reserve the right to change the general characteristics of our product so that our customers can benefit from the latest technological advances.  

AVAILABLE PACKING UNITS 

Bulk 965 liter 208 liter 60 liter 20 liter 4x5 liter 4x4 liter 12x1 liter 
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